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Any Questions?

Phone:
+49 26 45 - 22 07

E-Mail:
info@fermit.de
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Neo-Fermit Universal

For metal threaded connections in conjunction with hemp








Description		  Packing unit		  Downloads		





Suitable for gas and drinking water in domestic equipment installation.

Area of use: Water for drinking water, hot and cold: Temperature range: 0°C to +95°C / pressure: 16 bar

Area of use: Heating: Temperature range: 0°C to +130°C / pressure: 7 bar

Area of use: Gas: Temperature range: - 20°C to +70°C / pressure: 5 bar

Use: for all types of gas including natural gas and liquefied petroleum gas in the gaseous phase




	clean and non-toxic
	non-sticky
	does not irritate skin
	solvent-free
	non-shrinking
	non-hardening
	does not dry up
	dismountable









	Article	PU	Order no.
	150g tube	15	01002
	325g tube	15	01003
	450g tin	12	01004
	800g tin	18	01005
	4kg bucket	1	01007
	380g cartridge	12	01015
	90g tube + 50g flax tress	50	01061
	150g tube + 50g flax tress + 2 x PTFE Tape	40	01062






According to DIN EN 751-2 and DIN 30660 approved by DVGW (German Gas and Water Association) for domestic installation of gas and drinking water ander: Germany: DVGW – Reg. No. NV-5142BM0052, Switzerland: SVGW – no. 8512-1742, Austria: ÖVGW – Reg no. Gas-1197 Water-1.218, Denmark: no. 2115








Technical data sheet

Download the technical data sheet in PDF format.



Safety data sheet 1

Download the safety data sheet in PDF format.























	
Thread Seals
	Neo-Fermit Universal
	Fermit Spezial
	High Pressure Fermit
	Fermitol liquid
	Plastic Thread Sealant
	Fermitan Service water/Drinking water
	Fermitan Heating And Drinking Water
	PTFE Tape
	Solar-Fermit
	PTFE Pipe Sealing Thread
	Mazzoni-Flax EXTRA
	Mazzoni SPEZIAL - hemp equivalent
	Mazzoni +GF+ flax
	ALUminium Hemp
	Neo-Fermit-Sets
	



	
Products for PVC pipe installation
	Fermitac PVC-U adhesive
	Fermitac cleaner



	
Lubricants
	Fermit Lubricant



	
Grease
	Glissa Valve And Fitting Grease
	Glissa Allgas TAP Grease
	Glissa Silicone Grease



	
Installation Putties
	Aqua-Fermit - red
	PUTTY CORD
	Plastic-fermit - white



	
Sealants
	Caulk Tool Kit for Joint Sealant
	Extensions for cartridge tips
	360° snap and twist nozzle
	Fermitopp N Tube
	Fermitopp E
	Fermitopp Aquarium



	
Sanitary Maintenance
	Bath Sealing Tape
	Gaskets For wall-mounted valves and fittings
	Shower Door Seal
	Fermitex Powder
	Fermitex Liquid
	Fermit Emergency Pipe Repair Kit
	Futher Purchase Kit A
	Futher Purchase Kit B
	Futher Purchase Kit C
	Fermitape
	PTFE-Flat Sealing Tape "FA"



	
Heating Maintenance
	Vessel filler spray (non flammable)
	Combustion chamber decoker
	Leakage Detection Spray / Leakage Detection Spray -15°C
	Adapter Pressure Gauge Shut-Off Valve
	Burner Cleaner Spray
	Vessel Filler Spray
	NIVO Graphite Paste - Flexoperm
	3-D-Sealant
	3-D-Sealant Super
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Our website uses cookies (including third-party cookies) to collect information about how visitors use the website. In addition to the essential cookies, which are necessary for a secure connection, we also use "performance cookies". These cookies help us to provide you with the best possible online experience, to continually improve our website and to provide you with offers tailored to your interests. These performance cookies are disabled by default in accordance with data protection requirements. However, for a better visitor experience on our website, they can be activated by you.

By clicking on the "Accept all" button, you agree to the use of "Google Analytics (Tracking)" as well as the "Google Tag Manager (Tracking)". By clicking on "Save", you only agree to the options you have selected. You can find more information on our page on data protection.
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Contao HTTPS CSRF Token
Protects against cross-site request forgery attacks.
                                                                                            



PHP SESSION ID
Saves the current PHP session.
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